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Leistungsmerkmale:
Characteristics:

Technische Daten: (Anwendungsbeispiel)

Technical data: (example of use)

T-L-200-300
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   Minor required space
�™���@�d�b�e�V�`�i�Z�g���6�j�[�W�V�j
   Compact construction
�™���H�X�]�j�i�o�i�“�g���b�^�i���H�^�X�]�Z�g�]�Z�^�i�h�k�Z�g�g�^�Z�\�Z�a�j�c�\
   Guard door with safety interlock
�™���O�j�g���H�i�Z�j�Z�g�j�c�\���k�d�c���6�W�"���d�Y�Z�g���6�j�[�l�^�X�`�a�Z�g�c��
   For control of payoffs or take-ups
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   Number of fixed pulleys:
�™���6�c�o�V�]�a���A�d�h�g�d�a�a�Z�c�/�� �� �'
   Number of free pulleys:
�™���J�b�a�Z�c�`�g�d�a�a�Z�c�Y�j�g�X�]�b�Z�h�h�Z�g�/�� �'�)�%���b�b��
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   Pulley diameter:  240 mm (200 mm at flute base)
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   Pulley material:  Delrin 
   (other materials possible on request)
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   Tension range:
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   Tension setting:  Fine regulator valve + manometer
   Alternative external tension setting 
   via EP transducer possible
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   Output signal:
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   Breakage monitoring: potential-free contact
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