Kurre AUF-P-A-200

Automatikaufwickler
Spool winding automat
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Kurre AUF-P-A-200

Leistungsmerkmale: Technische Daten: (anwendungsbeispiel)
Characteristics: Technical data:(example of use)
™ HejaZc[aVchX]YjgX]bZhhzg/ '%% bb
Spool flange diamter:
Fully automated change-over from spool to spool ™ HejaZc ZgcYjgX]bzZhhzg/ (- bb
™ HejaZcbV\Vo”~c Spool core diameter:
Spool-magazine ™ HejaZcWgznrizl -% bb
™ :cicV]bZej[[Zg Spool width:
Buffer for finished spools ™ | AX“Zaa~c\Z/ XV# +% b
Winding lenght:
; . ™ EgdYj'iYjgX]bZhhZzg/ &!'% " (!'* bb
Opt!onal' Product diameter
Optional: ™ Hejazc\zZIAX]i/ *106 \
Spool weight:
™ Oj\"gVI[i/ "t '% C

™ ;da“Zcjbl*X ajc\ YZg HejaZz Tension:

Foil packaging of the spool ™ | AX Za\ZhX]IAcY A\ ZAi/ (%% b$b~rc
™ JciZghX]rzZYanrX]Zz HejaZchgX]bZhh%ﬁ;‘dingspeed:
Different spool diameters

™=dXJ]aVj[oZ" il XV# &% |h
Ramp time:
™ EcZjbVirXVchX]ajhh/ brc# * Vg

Pneumatical supply:

Electrical supply:
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