Kurre AUF-P-D-1250

Doppel-Pinolenaufwickler
Double pintle take-up

www.kurre.net




AUF-P-D-1250

Kurre

Leistungsmerkmale:

Characteristics: Technical data:(example of use)

™@dbW2cVitde kdec ' EfcdaZclrX aZgc™ejaZc[aVchX]YjgX]bZhhZg/
Ine 6J;"E"&"'*% b"i \ZbZ~chVbZg KZgSpddljftange diameter:
Combining of two pintle take-ups type ™HejaZc ZgcYjgX]bzZhhzg/
AUF-P-1250 with common laying system Spool core diameter:
™@dbeV'iZg 6j[WV] ™HejaZcWgznrizl
Compact construction Spool width:
™HejaZcb”icV]bZ “WZg GZAWhX]ZAWZ™sj[cV]bZWd]gjc\Zc/
Spool drive via friction plate Spool holes:
™=ZWZc jcY HZc Zc hdI*"Z OjhVbbZc[VWgEraZc\ZINX]i/
YZg E~fcdaZcVgbzZ ZazZ igdbdidg”h X]Spool weight:
Raising and lowering as well as clamping ™ AXTZa\ZhX]Irc YA\ ZAi]
of pintle arms electromotive Winding speed:
™db[dgiVWaZzZ =VcY]VWjc\ briiZah ?diMid]d Wji[djZ%ijic\
Comfortably operated via joystick control Ramp time:
™EAcdaZcVgbZ “c EVgVaaZad\gVbbiZXEddY | iYjgX]bZhhZg/
Pintle arms in parallelogram technique Product diameter:
™Kdgl~]aWwVgZ E~cdaZcheVcc gV]i ™EgdYjiioj\TgV][i/
[“g jcizghX]rZYa"X]Z HejaZcbViZg”"Wearsbn:

Selectable pinion clamp forces for various spool materiaf*aZ igdVchXJ]ajhh/
™dbeaZzZiiz AfczZVgZ~cl]Z™i bMi 6cig”Z WHekedtrida supply:
KZgaz\ZhX]a”iiZc jcY JbaZc gdaaZ "PAZ%Rbj bW

Complete motor-driven linear unit with Voltage:

laying saddle and pulley € 500 mm ™6WbZhhjc\Zc
™ ZYNZcjc\ “WZg =~c\ZWZY"Zcejai Dimensions (LxDxH)

Operating via swivel-mounted operating panel
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Technische Daten: (anwendungsbeispiel)
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