Kurre UWS-KDWW-1000

Wickelsystem zum Einsatz
an Flechtmaschinen
Winding system for use

on braiders
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Kurre UWS-KDWW-1000

Leistungsmerkmale: Technische Daten: (anwendungsbeispiel)

Characteristics: Technical data:(example of use)

™ @dbeV'iZ 7VjlZ*hZ ™ Hejazc[aVchX]YjgX]bzZhhzg/ 0% " &% %

Compact construction Spool flange diameter:

™ 6W" jcY 6j[I"X aZg Vah hZeVgViZ BiHaaZeWgZid\&N g
Payoff and take-up usable as seperate modules Spool width:

™ 6W" jcY 6j[I"X aZg Vc\Zigh"ZWZc jcW™ HejaZc\ZINX]il
“WZg I~cozZg \ZgZ\Zai Spool weight:

bVm#

bVm# *%

Driven payoff and take-up, dancer-controlled ™ 6cighZWhlVaoZcYjgX]bzZhhzg/ -% bb

™ HejaZcVcigh"ZW “WZg 6j>Zc[aVchX] Drive walze diameter:
Spool flange-driven ™ LAXTZa\ZhX]IrcY A\ ZAi)
™ :Ac" jcY 6jh]ZWZc YZg HejaZc ZaZ iWihting dmpéd X ]
Raising and lowering the spools per electro-servomotor ™ =dXJ]aVj[oZ"i/
™ LVgijc\hVgbZ 6hncX]gdc"6cig"ZWZ Ramp time:
Minimal-service asynchronous drive ™ Oj\'gVI[i I~cozg/
™ |~co0ZgZ”"c]ZNi Tension range dancer:
b~ri ecZjbVirhX]Zg 9gjX " WZVj[hX]avV¥Qj\'gV[iZ*chiZaajc\/
Dancer unit pneumatically loaded Tension setting:
™ EcZjbVi*r*VchX]ajhh/
Pneumatic supplies:
Option: ™ :aZ'igdVchX]ajhh!
. . Mains supplies:
Option: ™ 6Wbzhhjc\Zc Am7m= /
Dimensions (LXWxH):
™ 6ceVhhZc YZg EgdYj i[“]gjc\
Vc jecizghX]rzZYanrX]Z ;azX]izZg
Adjustable product guiding to pass
to different braider types
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